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• IEC 60601-1 3rd Edition compliant
• Designed and manufactured under ISO 13485
• Compatible for all scope processors
• GCX channel profiles to allow integration of IT components and accessories
• Ample storage space for supplies and accessories 
• Easy access for service
• Superior cable management
• Medical-grade

CORE CART
Overall Height: 44.5" / 113.03 cm
Height of Scope Processor Tray: 28.25" / 71.8 cm
GCX Channel Profiles: 
• Left / Right Side Channels Height: 30" / 76.2 cm
• Pass-throughs for cable management and middle channel access
• Rear Channels: (3) Three, 5" / 12.7 cm
Above Base Dimensions: (h/w): 47.5 x 19.25" / 120.7 x 48.9 cm
Above Base Interior Width: 17.75" / 45.1 cm
Base Dimensions: (h/w/d): 8.25 x 25 x 25" / 20.1 x 63.5 x 63.5 cm
Base Covered Storage Area:
• Center Recess (h/w/d): 3.75 * x 11.25 x 14.25" / 9.5 x 28.6 x 36.2 cm 

* Add 1.5" / 3.8 cm to the cover for total 5.25" / 13.3 cm Height Capacity
Below Drawer Base Storage Area: (h/w): 11.75 x 19" / 29.8 x 48.3 cm
Vented Rear Covers:
• Height: 7.75" / 19.7 cm (each)
• Maximum quantity: 3 
Base Casters: (4) Four, 6" / 15.25 cm Locking 

MODULES
Drawer
• Includes: Flip-up cover & removable dividers
• Interior Dimensions (h/w/d): 4 x 16.25 x 18" / 10.1 x 41.3 x 45.7 cm
• Removable Divider Configuration: 12 compartments
Scope Processor Tray:
• Overall Dimensions (w/d): 16.75 x 19.1" / 42.5 x 48.5 cm
Work Surface with Integrated Handles: 
• Overall Dimensions (w/d): 28 x 24" / 71.1 x 60.1 cm
• Flat Surface Dimensions (w/d): 19 x 20" / 48.3 x 50.8 cm
• Perimeter spill groove
 
ACCESSORIES
• Keyboard and Mouse Tray: Flip Down Side Channel Mount
• Fixed Height VESA Display Mount
• Endoscope Dual Scope Mount
• Mountable Baskets and Bins
• Drawer with Flip-up Covers and Dividers
• Gas Cylinder Channel Mount
• Medical-Grade Power Strip
• UPS and CPU Mounts

*Endoscopy Cart shown includes accessories. Core Cart includes top worksurface and one tray.

The industry’s newest medical-grade mobile cart 
for gastroenterology, bronchoscopy and surgery.

GCX quality management processes are ISO 13485:2003 certified. GCX, PolyMount, and PolyQuip are  registered trademarks, and 
VHRC, VHC, VHM, VHRS, PRC, M Series, and Stor-Locx are trademarks, of GCX Corporation.  All other brand names, product names, or 

trademarks belong to their respective holders. © Copyright 2018.

www.gcx.com

Updated October 2018

Endoscopy Workstation

NEW!

FIXED HEIGHT MOBILE CART


